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PRODUCT CARD SOLAR SYSTEM

 Cat. no. 1245
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Device dimensions: 

Length: 14.3 m

Width: 10.6 m

Height: 11.5m

Minimum space: 18.5m x 14.4m

Age group: 5 to 14 years old

Free fall height: 2.5 m

Foundation depth: 1.0 m       
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Device dimensions:

A device in the nature of an observation tower, referring in appearance to the solar system. The main area of the device is formed by a sphere on top that imitates the sun. A steel-rope structure symbolizing the planets of the solar system leads to the sun.
Guidelines for materials and technology of construction of the device.

Support structure made of hot-dip galvanized and powder-coated steel. The inside part of the tower made entirely of ropes built with 3 horizontal platforms at heights of 2.5m, 4.2m, 5.9m and a vertical shaft located in the center of the device. The inside part of the shaft is completed with rope mezzanines to facilitate communication and protect users from falling. On the outside of the tower are decorations imitating the 8 planets of the solar system and the stars. Decorations made of steel and HPL board. At the top of the tower is made a viewing point referring to the shape of the sun. The construction material of the viewing point is hot-dip galvanized and powder-coated steel. The floor of the viewing point is made of 10 mm thick HPL board for outdoor use.
Access to the tower is provided by:
- inner shaft with a diameter of 1.5m
- external entrance in the shape of a slice of a pyramid
The main attraction of the tower are 3 long slides made of stainless steel:
- slide with two turns with access from the 2nd floor of the tower with the launch section at a height of 4.3m
- curly slide with access from the 3rd floor of the tower with a launch section at a height of 6.0m
- slide with several turns with access from the observation tower platform with a launch section at a height of 7.8m
At the starting points of the slides, the rope platform has been intentionally heavily compacted to facilitate access for users. The slides are equipped with skylights and star-shaped stickers.
In the lower part of the device, near the ground, additional attractions have been installed for the youngest users and people with disabilities:
- 2 visual panels made of transparent polycarbonate with color printing. Panels with the participation of the sun give impressive light reflections.  
- 1 visual panel made of mirrored dibond
- 1 game panel
- 1 stork's nest seat
Rope playground elements are made of POLYIAMID, PLATED, glued rope with a diameter of 18mm. The ropes are made of galvanized steel strings, twisted into six strands, each of which is braided with polyamide fiber glued into it. The components connecting the ropes to each other are made of aluminum, stainless steel and plastic.
The fall area of the equipment should be made on a surface in accordance with PN EN 1176- 1:2017. The possibility of access by heavy construction equipment is required for the installation.

For the safety of children and the quality of the equipment, it is required that the equipment is certified in accordance with standards PN EN 1176-1:2017, PN EN 1176-3:2017, PN EN 1176-11:2014-11 issued by a system accredited by the National Accreditation Centre or the national accreditation body of the other Member States in accordance with Regulation (EC) No 765/2008 of the European Parliament and of the Council of the European Union."
