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 PRODUCT CARD COMPLEX CONFIGURATION 44
Cat. no. 1144
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Device dimensions: 

Length: 28.6 m

Width: 9.1 m

Height: 4.7 m

Minimum space: 32.5 m x 12.7 m

Age group: 5 to 14 years

Free fall height: 3.0 m

Depth of foundation: 1.0 m
The configuration consists of the following devices:
1) AIRDOME cat. no. 434,
2) Addition TRIPLE SLIDE cat. no. 434w
3) Passage AIRDOME-MAYE cat. no. 434-V-437,

4) MAYE cat. no. 437,
5) Addition STRAIGHT SLIDE cat. no. 437t.

Finishing standard:

Hot-dip galvanized structure, powder coated according to the colors in the visualization.
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1. Device AIRDOME cat. no. 434.

Device dimensions:

Length: 9.1m

Width: 7.2m

Height: 4.35m

Minimum space: 12.7 x 11.3m

Depth of foundation: 1.0m

Free Fall Height: 3.0m

Age group: 5 to 14 years old
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Guidelines for materials and technology of construction of the device.

The device consists of six steel arches, made of bent round pipes of min. 139mm. Rope net is attached to the arches, which includes:
 - top horizontal net, hung at a height of 3.0m,

 - six inclined nets hung between adjacent pairs of arches,

 - a horizontal rope plane with a rubber mat located in the center with a size of min. 1.0x1.0m, located at a height of 1.7m,

 - three vertical rope ladders connecting the horizontal nets together,

 - six climbing ropes, attached to steel arches, connecting horizontal nets to each other,

 - two climbing ropes attached to one of six inclined nets anchored to the ground,
 - rope and rubber hammock, attached to one of six inclined nets,

 - two thick ropes of min. 140x140mm, polypropylene, length min. 7.0m, attached between two different pairs of opposite steel arches at a height of 0.35 to 1.20m; ropes are attached to the structure with a chain and a bearing sling, made of stainless steel,

 - horizontal rope net stretched between a long thick rope and a steel structure, 

 - six horizontal rope ladders, hung at different points in the net.

In addition, a 3.0m long stainless steel fireman's tube and a balance beam are installed to the structure.
Steel structure is made of black steel protected against corrosion by hot-dip galvanizing, optional powder coating. The rope elements are made of polyamide ropes, braided, glued 18mm in diameter, connected with connectors made of aluminum, stainless steel and plastic. Foundation of the steel structure made as reinforced concrete footings.
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2. Addition TRIPLE SLIDE cat. no. 434w.

Device dimensions: 

Length: 7.3 m

Width: 2.3 m

Height: 3.0 m

Minimum space of the device + 34.0 m2

Age group: 5 to 14 years

Depth of foundation: 1.0 m

Free fall height: 3.0 m
Guidelines for materials and technology of construction of the device.

The main element of the addition is a triple wavy slide with a width of 1.5m made entirely of acid-resistant steel of 0H18N9 grade. The start of the launch section is 2.0 m above ground level. The structural elements of the addition are made of 150x100 mm square pipe, which are protected against corrosion by hot-dip galvanizing and powder coating. The foundations are made as reinforced concrete footings placed at a depth of 1m. The passage connecting the slide to the pyramid is made of polyamide rope, braided, glued reinforced with galvanized steel strings. The diameter of the rope is 18 mm. The elements connecting the ropes to each other are made of plastic and aluminum. 
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3. Passage AIRDOME-MAYE cat. no. 434-V-437.

Device dimensions: 

Length: 5.5 m 

Width: 1.4 m

Height: 1.4 m

Minimum space: contains in the minimum
space of the equipment

Age group: 5 to 14 years

Free fall height: 1.9 m
Guidelines for materials and technology of construction of the device.

The passage connecting the pyramids is V-shaped and made of polyamide ropes, braided, bonded. The diameter of the rope is 18mm. The elements connecting the ropes to each other are made of plastic and aluminum.
4. Device MAYE cat. no. 437.
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Device dimensions: 

Length: 5.8 m

Width: 5.8 m

Height: 4.7 m

Minimum space: 9.0 x 9.0 m

Age group: 3 to 14 years

Free fall height: 2.9 m

Depth of foundation: 1.0 m
Guidelines for materials and technology of construction of the device.

MAYE is a modern, multifunctional play structure that combines elements of climbing, balance and a rest area. Thanks to its spatial form and variety of activities, it perfectly supports the development of children's large motor skills, coordination and sensory integration. Designed for children aged 3 to 14.
The main structural element is four steel arches, made of 139.7 mm diameter steel pipe, and a viewing platform installed at the top of the device. A spatial rope net is installed inside the structure, which consists of:
- 4 twisted rope trusses in the center of the device,

- 4 nets leading to the viewing platform,

- 2 entrances in the form of a rope truss,

- 2 entrances in the form of rubber mats with handles or climbing holes.

Children can move inside the dome, climbing ropes, interlacing ropes, balancing on stretched footbridges and mats, discovering a variety of paths of passage. The integrated play elements include:

- rubber mat house with two transparent windows and entrance holes,

- rope footbridges and balancing mats,

- equivalent element in the form of a hanging rope with a cross section of min. 120x120 mm,

- round steel-rubber seat,

- 3 rope ladders,

- 8 climbing ropes with climbing handles of different shapes and sizes,

- 2 sensory-visual panels,

- stork's nest type seat with entry nets from the top and bottom of the device,

- A set of panels, consisting of colorful, rotating rollers made of polyamide,

- 2 profiled rope hammocks.

Steel structure is made of black steel protected against corrosion by hot-dip galvanizing and powder coating. The rope elements are made of polyamide ropes, braided, glued 18mm in diameter, connected with connectors made of aluminum, stainless steel and plastic. Foundation of the steel structure made as reinforced concrete footings.

5. Addition STRAIGHT SLIDE cat. no. 437t.

Device dimensions: 

Length: 7.4 m

Width: 1.1 m

Height: 3.0 m

Minimum space of the device + 33.0 m2

Age group: 5 to 14 years

Depth of foundation: 1.0 m

Free fall height: 2.0 m
Guidelines for materials and technology of construction of the device.

The main element of the addition is a straight tube slide made of polyethylene. The start of the launch section is 2.0 m above ground level. The structural elements of the addition are made of 100x100 mm square pipe, which are protected against corrosion by hot-dip galvanizing and powder coating. The foundations are made as reinforced concrete footings placed at a depth of 1m. The passage connecting the slide to the pyramid is U-shaped and made of polyamide rope, braided, glued reinforced with galvanized steel strings. The diameter of the rope is 18 mm. The elements connecting the ropes to each other are made of plastic and aluminum. 

The fall area of the equipment should be made on a surface in accordance with PN EN 1176- 1:2017. The possibility of access by heavy construction equipment is required for the installation.

For the safety of children and the quality of the equipment, it is required that the equipment is certified in accordance with standards PN EN 1176-1:2017, PN EN 1176-3:2017, PN EN 1176-11:2014-11 issued by a system accredited by the National Accreditation Centre or the national accreditation body of the other Member States in accordance with Regulation (EC) No 765/2008 of the European Parliament and of the Council of the European Union."
